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Figure D−1. DOE Property Boundary for the Chemical Plant Area 
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Legal Description for the Chemical Plant Area 
 
All that parcel of land lying within St. Charles County, Missouri, comprising the Federal facility 
identified as the Weldon Spring Site Remedial Action Project, as shown on maps dated 
September 2002 prepared by St. Charles Engineering Surveying, Inc. and titled Dept. of Energy, 
Weldon Spring Site Remedial Action Project, MO, Boundary Survey for WSSRAP Site. The 
bearings and distances are based on the Missouri State Plane Coordinate System (NAD 83). Said 
parcel is more particularly described as follows: 
 
Being a parcel of land lying within Section 31, Township 46 North, Range 3 East of the 5th 
Principal Meridian in St. Charles County, Missouri. Beginning at a point identified by concrete 
Monument WS 1 set at Missouri State Plane Coordinates N=1,042,054.0867 and 
E=756,224.5074, said point also being located North 29° 04’ 06” West for a distance of 
1789.86 feet from the southeast corner of Section 31; thence along the following bearings and 
distances: 
 
 South 84° 59’ 43” West, 511.53 feet to set Monument WS 2, 
 South 77° 59’ 16” West, 839.83 feet to set Monument WS 3, 
 South 45° 55’ 46” West, 894.25 feet to set Monument WS 4, 
 South 89° 59’ 22” West, 812.12 feet to set Monument WS 5, 
 North 00° 02’ 16” East, 749.79 feet to set Monument WS 6, 
 North 70° 25’ 08” West, 105.03 feet to set Monument WS 7, 
 North 48° 12’ 56” West, 618.60 feet to set Monument WS 8, 
 North 04° 34’ 10” West, 189.65 feet to set Monument WS 9, 
 North 29° 11’ 22” East, 384.67 feet to set Monument WS 10, 
 North 05° 22’ 06” West, 474.62 feet to a point that is offset 20 feet from set Monument 

WS 11, 
 North 63° 03’ 07” East, 485.67 feet to set Monument WS 12, 
 North 00° 04’ 28” West, 1,355.33 feet to set Monument WS 13, 
 South 81°55’03” East, 389.64 feet to set Monument WS 14, 
 North 00° 05’ 38” West, 109.85 feet to set Monument WS 15, 
 North 89° 54’ 31” East, 499.21 feet to set Monument WS 16, 
 South 00° 00’ 02” East, 93.62 feet to set Monument WS 17, 
 North 86° 28’ 56” East, 705.14 feet to set Monument WS 18, 
 South 48° 44’ 32” East, 828.97 feet to set Monument WS 19, 
 
Thence along a curve to the right having a radius of 1,862.61 feet with a chord bearing and 
distance of South 36° 47’ 33” East, 771.35 feet for an arc length of 776.97 feet, passing set 
Monument WS 20, to set Monument WS 21; thence, South 24° 50’ 33” East, 1171.92 feet to set 
Monument WS 22, South 28° 17’ 16” West, 801.90 feet to the point of beginning and containing 
219.50 acres, more or less. 
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Figure D−2. Boundary for the Disposal Cell Buffer Zone 
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Legal Description for the Disposal Cell Buffer Zone 

 
All that parcel of land located in part of Fractional Section 31 and part of U.S. Survey 1798, 
Township 46 North, Range 3 East, of the 5th Principal Meridian, St. Charles County, Missouri, as 
shown on a map dated May 2004, prepared by ABNA Engineering, Inc., and titled Dept. of 
Energy, Weldon Spring Site Remedial Action Project, MO, Survey for 300-Foot Buffer Limits of 
Disposal Cell, the basis of bearing being the Missouri State Plane Coordinate System of 1983—
East Zone (adopting the 1993 adjustment values for first-order control points used), and being 
more particularly describes as follows: 
 
Commencing at an aluminum disk marking the southeast corner of Section 31, Township 46 
North, Range 3 East, of the 5th Principal Meridian, thence North 12° 52’ 09” West a distance of 
2,950.67 feet to set concrete Monument WS 23 having coordinates of N=1,043,428.02 and 
E=756,295.20, and being the point of beginning of the buffer limit of the disposal cell of the 
Weldon Spring Site. Thence along the following bearings and distances: 
 

South 30° 44’ 40” West, 462.46 feet to iron pipe WS 24P, 
South 30° 44’ 40” West, 499.04 feet to iron pipe WS 25P, 
South 30° 44’ 40” West, 498.13 feet to set monument WS 26, which bears South 
88° 17’ 31” East, 35.00 feet, 
North 88° 17’ 31” West, 689.97 feet to iron pipe WS 27P, 
North 88° 17’ 31” West, 690.00 feet to set Monument WS 28, 
North 03° 43’ 25” West, 523.66 feet to iron pipe WS 29P, 
North 03° 43’ 25” West, 523.66 feet to iron pipe WS 30P, 
North 03° 43’ 25” West, 523.67 feet to iron pipe WS 31P, 
North 03° 43’ 25” West, 523.65 feet to set Monument WS 32, 
North 88° 58’ 37” East, 516.13 feet to iron pipe WS 33P, 
North 88° 58’ 37” East, 516.14 feet to iron pipe WS 34P, 
North 88° 58’ 37” East, 516.13 feet to set Monument WS 35, 
South 39° 59’ 11” East, 569.72 feet to iron pipe WS 36P, 
South 39° 59’ 11” East, 454.14 feet to set Monument WS 37, 
South 24° 48’ 28” East, 132.23 feet to set Monument WS 23, being the point of 
beginning and containing 89.81 acres, more or less. 
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Figure D−3. Use Restriction Boundary for the Chemical Plant Groundwater Use Restriction Area 
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Legal Description for the Chemical Plant Groundwater Use Restriction Area 
 
A groundwater use restriction area, being in U.S. Survey 887, U.S. Survey 457, and U.S. Survey 
1798 of Township 46 North, Range 2 East, and Township 46 North, Range 3 East; Sections 25 
and 36, Township 46 North, Range 2 East; and Sections 19, 30, 31, and 32, Township 46 North, 
Range 3 East of St. Charles County, Missouri, and being more particularly describes as follows: 
 
Commencing at an iron pin with aluminum cap, found to be the southeast corner of Section 31, 
Township 46 North, Range 3 East, St. Charles County, Missouri, state plane coordinates 
(NAD83, adjustment of 1993) N=317,161.314 m, E=230,720.511 m, recorded as Document 
No. 600-27639 and Index No. Z-5 with the Land Records Repository of the Land Survey 
Program of the Geological Survey and Resource Assessment Division of the Department of 
Natural Resources of the State of Missouri. Bearings contained herein are referenced to the 
Missouri State Plane Coordinate System; distances contained herein are grid distances; grid 
factor for the project is 0.999909366;  
 
Thence, leaving the southeast corner of said Section 31, North 89° 09’ 34” West, a distance of 
1,599.78 feet to a set concrete monument with an aluminum cap (WS 40), said point being the 
point of beginning of a herein described ground water use restriction area; thence, the following 
courses and distances: 
 

North 88° 53’ 16” West, 427.44 feet to iron pin WS 41P, 
North 88° 53’ 16” West, 384.00 feet to set Monument WS 42, 
North 61° 04’ 10” West, 327.00 feet to iron pin WS 43P, 
North 61° 04’ 10” West, 363.28 feet to set Monument WS 44, 
South 53° 00’ 20” West, 454.35 feet to iron pin WS 45P, 
South 53° 00’ 20” West, 233.47 feet to set Monument WS 46, 
North 82° 26’ 24” West, 478.94 feet to iron pin WS 47P 
North 82° 26’ 24” West, 451.86 feet to set Monument WS 48, 
North 50° 52’ 03” West, 448.49 feet to iron pin WS 49P, 
North 50° 52’ 03” West, 293.49 feet to set Monument WS 50, 
North 23° 31’ 58” West, 519.51 feet to iron pin WS 51P, 
North 23° 31’ 58” West, 495.37 feet to set Monument WS 52, 
North 08° 59’ 03” West, 706.90 feet to iron pin WS 53P, 
North 08° 59’ 03” West, 493.35 feet to iron pin WS 54P, 
North 08° 59’ 03” West, 482.48 feet to iron pin WS 55P, 
North 08° 59’ 03” West, 568.70 feet to iron pin WS 56P, 
North 08° 59’ 03” West, 490.52 feet to iron pin WS 57P, 
North 08° 59’ 03” West, 490.40 feet to iron pin WS 58P, 
North 08° 59’ 03” West, 802.23 feet to iron pin WS 59P, 
North 08° 59’ 03” West, 767.74 feet to iron pin WS 60P, 
North 08° 59’ 03” West, 387.24 feet to iron pin WS 61P, 
North 08° 59’ 03” West, 499.50 feet to iron pin WS 62P, 
North 08° 59’ 03” West, 481.00 feet to iron pin WS 63P, 
North 08° 59’ 03” West, 472.87 feet to iron pin WS 64P, 
North 08° 59’ 03” West, 497.29 feet to iron pin WS 65P, 
North 08° 59’ 03” West, 499.16 feet to iron pin WS 66P, 
North 08° 59’ 03” West, 200.50 feet to iron pin WS 66AP, 
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North 08° 59’ 03” West, 488.76 feet to set Monument WS 67, 
North 56° 29’ 12” East, 425.25 feet to iron pin WS 68P, 
North 56° 29’ 12” East, 561.97 feet to iron pin WS 69P, 
North 56° 29’ 12” East, 436.49 feet to iron pin WS 70P, 
North 56° 29’ 12” East, 190.09 feet to iron pin WS 70AP, 
North 56° 29’ 12” East, 361.68 feet to iron pin WS 71P, 
North 56° 29’ 12” East, 403.91 feet to iron pin WS 72P, 
North 56° 29’ 12” East, 468.84 feet to set Monument WS 73, 
South 31° 22’ 09” East, 628.00 feet to iron pin WS 74P, 
South 31° 22’ 09” East, 350.87 feet to iron pin WS 75P, 
South 31° 22’ 09” East, 373.67 feet to iron pin WS 76P, 
South 31° 22’ 09” East, 269.73 feet to iron pin WS 77P, 
South 31° 22’ 09” East, 496.98 feet to iron pin WS 77AP, 
South 31° 22’ 09” East, 440.41 feet to iron pin WS 78P, 
South 31° 22’ 09” East, 260.24 feet to iron pin WS 78AP, 
South 31° 22’ 09” East, 570.08 feet to iron pin WS 79P, 
South 31° 22’ 09” East, 460.05 feet to iron pin WS 80P, 
South 31° 22’ 09” East, 470.05 feet to iron pin WS 81P, 
South 31° 22’ 09” East, 497.80 feet to iron pin WS 82P, 
South 31° 22’ 09” East, 477.05 feet to iron pin WS 83P, 
South 31° 22’ 09” East, 420.10 feet to iron pin WS 83AP, 
South 31° 22’ 09” East, 499.55 feet to iron pin WS 84P, 
South 31° 22’ 09” East, 499.36 feet to iron pin WS 85P, 
South 31° 22’ 09” East, 805.66 feet to iron pin WS 86AP, 
South 31° 22’ 09” East, 632.22 feet to iron pin WS 87P, 
South 31° 22’ 09” East, 482.82 feet to iron pin WS 88P, 
South 31° 22’ 09” East, 470.53 feet to iron pin WS 89P, 
South 31° 22’ 09” East, 229.85 feet to set Monument WS 90, 
South 09° 57’ 24” East, 456.66 feet to iron pin WS 91P, 
South 09° 57’ 24” East, 495.04 feet to iron pin WS 92P, 
South 32° 40’ 53” West, 625.07 feet to iron pin WS 93P, 
South 32° 40’ 53” West, 497.15 feet to set Monument WS 94, 
South 80° 40’ 16” West, 557.94 feet to iron pin WS 95P 
South 80° 40’ 16” West, 600.00 feet to set Monument WS 96, 
South 21° 35’ 27” West, 681.73 feet to iron pin WS 97PNS, a point from which bears 
iron pin WS 97P, South 68° 24’ 33” East, a distance of 158.91 feet.  

 
Thence, leaving said point, South 21° 35’ 27” West, 625.93 feet back to the point of beginning, 
and containing 49,724,563 square feet, or 1,141.519 acres, more or less, according to field 
surveys and computations by Hanson Professional Services Inc., performed during the month of 
February 2004. 
 

Chemical Plant Groundwater Use Restriction Area 
Exception No. 1 

DOE Chemical Plant 
 
All that parcel of land lying within St. Charles County, Missouri, comprising the Federal facility 
identified as the Weldon Spring Site Remedial Action Project, as shown on maps dated 
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September 2002 prepared by St. Charles Engineering Surveying, Inc. and titled Dept. of Energy, 
Weldon Spring Site Remedial Action Project, MO, Boundary Survey for WSSRAP Site. The 
bearings and distances are based on the Missouri State Plane Coordinate System (NAD 83). Said 
parcel is more particularly described as follows: 
 
Being a parcel of land lying within Section 31, Township 46 North, Range 3 East of the 5th 
Principal Meridian in St. Charles County, Missouri. Beginning at a point identified by concrete 
Monument WS 1 set at Missouri State Plane Coordinates N=1,042,054.0867 and 
E=756,224.5074, said point also being located North 29° 04’ 06” West for a distance of 
1789.86 feet from the southeast corner of Section 31; thence along the following bearings and 
distances: 
 
 South 84° 59’ 43” West, 511.53 feet to set Monument WS 2, 
 South 77° 59’ 16” West, 839.83 feet to set Monument WS 3, 
 South 45° 55’ 46” West, 894.25 feet to set Monument WS 4, 
 South 89° 59’ 22” West, 812.12 feet to set Monument WS 5, 
 North 00° 02’ 16” East, 749.79 feet to set Monument WS 6, 
 North 70° 25’ 08” West, 105.03 feet to set Monument WS 7, 
 North 48° 12’ 56” West, 618.60 feet to set Monument WS 8, 
 North 04° 34’ 10” West, 189.65 feet to set Monument WS 9, 
 North 29° 11’ 22” East, 384.67 feet to set Monument WS 10, 
 North 05° 22’ 06” West, 474.62 feet to a point that is offset 20 feet from set Monument 

WS 11, 
 North 63° 03’ 07” East, 485.67 feet to set Monument WS 12, 
 North 00° 04’ 28” West, 1,355.33 feet to set Monument WS 13, 
 South 81°55’03” East, 389.64 feet to set Monument WS 14, 
 North 00° 05’ 38” West, 109.85 feet to set Monument WS 15, 
 North 89° 54’ 31” East, 499.21 feet to set Monument WS 16, 
 South 00° 00’ 02” East, 93.62 feet to set Monument WS 17, 
 North 86° 28’ 56” East, 705.14 feet to set Monument WS 18, 
 South 48° 44’ 32” East, 828.97 feet to set Monument WS 19, 
  
Thence along a curve to the right having a radius of 1,862.61 feet with a chord bearing and 
distance of South 36° 47’ 33” East, 771.35 feet for an arc length of 776.97 feet, passing set 
Monument WS 20, to set Monument WS 21; thence, South 24° 50’ 33” East, 1171.92 feet to set 
Monument WS 22, South 28° 17’ 16” West, 801.90 feet to the point of beginning and containing 
219.50 acres, more or less. 
 

Chemical Plant Groundwater Use Restriction Area 
Exception No. 2 

U.S. Department of the Army 
 
Being in U.S. Survey 1798 of Township 46 North, Range 2 East and Township 46 North, Range 
3 East; Section 36, Township 46 North, Range 2 East; Section 31, Township 46 North, Range 3 
East; and Section 6, Township 45 North, Range 3 East of St. Charles County, Missouri and being 
more particularly described as follows: 
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Beginning at a concrete monument with a brass disk marked WS 44, Missouri State Plane 
Coordinates (NAD83, adjustment of 1993) N=1,040,926.55 and E=753,940.51, thence, the 
following courses and distances: 
 

South 53° 00’ 20” West, 454.35 feet to WS 45P, 
South 53° 00’ 20” West, 233.47 feet to WS 46, 
North 82° 26’ 24” West, 478.94 feet to WS 47P, 
North 82° 26’ 24” West, 451.86 feet to WS 48, 
North 50° 52’ 03” West, 448.49 feet to WS 49P, 
North 50° 52’ 03” West, 293.49 feet to WS 50, 
North 23° 31’ 58” West, 519.51 feet to WS 51P, 
North 23° 31’ 58” West, 495.37 feet to WS 52, 
North 08° 59’ 03” West, 706.90 feet to WS 53P, 
North 08° 59’ 03” West, 493.35 feet to WS 54P, 
North 08° 59’ 03” West, 482.48 feet to WS 55P, 
North 08° 59’ 03” West, 568.70 feet to WS 56P, 
North 08° 59’ 03” West, 194.93 feet to a point in fence line, 
North 70° 23’ 55” East, 1,854.01 feet to fence corner, 
South 87° 57’ 05” East, 585.24 feet to fence corner, 
South 00° 15’ 05” East, 84.30 feet to WS 13, 
South 00° 04’ 28” East, 1,355.33 feet to WS 12, 
South 63° 03’ 07” West, 485.67 feet to WS 11, 
South 05° 22 ’06” East, 474.62 feet to WS 10, 
South 29° 11’ 22” West, 384.67 feet to WS 9, 
South 04° 34’ 10”East, 189.65 feet to WS 8, 
South 48° 12’ 56” East, 618.60 feet to WS 7, 
South 70° 25’ 08” East, 105.03 feet to WS 6, 
South 00° 02’ 16” West, 749.79 feet to WS 5, 
North 89° 59’ 22” East, 812.12 feet to WS 4, 
South 47° 19’ 10” West, 427.22 feet back to the point of beginning, and containing 
183.46 acres more or less. 

 
Chemical Plant Groundwater Use Restriction Area 

Exception No. 3 
Missouri Department of Transportation 

 
Being in Section 31, Township 46 North, Range 3 East of St. Charles County, Missouri, and 
being more particularly described as follows: 
 
Beginning at a concrete monument with a brass disk marked WS 22, Missouri State Plane 
Coordinates (NAD83, adjustment of 1993) N=1,042,764.7573 and E=756,602.4254; thence 
North 25° 50’ West 465.4 feet to a point (the western most point of said property described in 
Deed Book 314, Page 439 in the St. Charles County, Missouri, Recorder’s Office); thence North 
65° 10’ East 615.78 feet to a point in the west right-of-way line of Missouri State Highway 94; 
thence South 0° 40’ West 111.67 feet to a curve right, radius 438.34 feet; thence along curve 
360.8 feet to a tangent; thence South 43° 58’ West 178.5 feet to a curve left, radius 1,82.14 feet; 
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thence along curve 182.9 feet back to the point of beginning, and containing 4.3 acres more or 
less. 
 

Chemical Plant Groundwater Use Restriction Area 
Exception No. 4 

Missouri Department Of Conservation 
 
Being in U.S. Survey 887, U.S. Survey 453, and U.S. Survey 1798 of Township 46 North, Range 
2 East and Township 46 North, Range 3 East; Sections 25 and 36, Township 46 North, Range 2 
East; and Sections 19, 30, 31 and 32, Township 46 North, Range 3 East of St. Charles County, 
Missouri, and being more particularly described as follows: 
 
Beginning at a concrete monument with a brass disk marked WS 40, Missouri State Plane 
Coordinates (NAD83, adjustment of 1993) N=1,040,576.88 and E=755,355.94, thence, the 
following courses and distances: 
 

North 88° 53’ 16” West, 427.44 feet to WS 41P, 
North 88° 53’ 16” West, 384.00 feet to WS 42, 
North 61° 04’ 10” West, 327.00 feet to WS 43P, 
North 61° 04’ 10” West, 363.28 feet to WS 44, 
North 47° 19’ 10” East, 427.22 feet to WS 4, 
North 45° 55’ 46” East, 894.25 feet to WS 3, 
North 77° 59’ 16” East, 839.83 feet to WS 2, 
North 84° 59’ 43” East, 511.53 feet to WS 1, 
North 28° 17’ 16” East, 801.90 feet to WS 22 which is on the west right-of-way line of 
Missouri State Route 94, thence, in a northeasterly direction along said right-of-way to a 
point, thence, 
South 65° 09’ 37” West, 612.41 feet to a point, thence, 
North 24° 50’ 33” West, 708.57 feet to WS 21, thence, along a curve having a radius of 
1,862.61 feet with a chord bearing and distance of north 36° 47’ 33” West, 771.35 feet 
for an arc distance of 776.97 feet to WS 19, thence, 
North 48° 44’ 32” West, 828.97 feet to WS 18, 
South 86° 28’ 56” West, 705.14 feet to WS 17, 
North 00° 00’ 02” West, 93.62 feet to WS 16, 
South 89° 54’ 31” West, 499.21 feet to WS 15, 
South 00° 05’ 38” East, 109.85 feet to WS 14, 
North 81° 55’ 03” West, 389.64 feet to WS 13, 
North 00° 15’ 05” West, 84.30 feet to a fence corner, 
North 87° 57’ 05” West, 585.24 feet to a fence corner, 
South 70° 23’ 55” West, 1,854.01 feet to point in a fence line, 
North 08° 59’ 03” West, 295.59 feet to WS 57P, 
North 08° 59’ 03” West, 490.40 feet to WS 58P, 
North 08° 59 ’03” West, 802.23 feet to WS 59P, 
North 08° 59’ 03” West, 767.74 feet to WS 60P, 
North 08° 59’ 03” West, 387.24 feet to WS 61P, 
North 08° 59’03” West, 499.50 feet to WS 62P, 
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North 08° 59’ 03” West, 481.00 feet to WS 63P, 
North 08° 59’ 03” West, 472.87 feet to WS 64P, 
North 08° 59’ 03” West, 497.29 feet to WS 65P, 
North 08° 59’ 03” West, 499.16 feet to WS 66P, 
North 08° 59’ 03” West, 200.50 feet to WS 66AP, 
North 08° 59’ 03” West, 488.76 feet to WS 67, 
North 56° 29’ 12” East, 425.25 feet to WS 68P, 
North 56° 29’ 12” East, 561.97 feet to WS 69P, 
North 56° 29’ 12” East, 436.49 feet to WS 70P, 
North 56° 29’ 12” East, 190.09 feet to WS 70AP, 
North 56° 29’ 12” East, 361.68 feet to WS 71P, 
North 56° 29’ 12” East, 403.91 feet to WS 72P, 
North 56° 29’ 12” East, 468.84 feet to WS 73, 
South 31° 22’ 09” East, 628.00 feet to WS 74P, 
South 31° 22’ 09” East, 350.87 feet to WS 75P, 
South 31° 22’ 09” East, 373.67 feet to WS 76P, 
South 31° 22’ 09” East, 269.73 feet to WS 77P, 
South 31° 22’ 09” East, 496.98 feet to WS 77AP, 
South 31° 22’ 09” East, 440.41 feet to WS 78P, 
South 31° 22’ 09” East, 260.24 feet to WS 78AP, 
South 31° 22’ 09” East, 570.08 feet to WS 79P, 
South 31° 22’ 09” East, 460.05 feet to WS 80P, 
South 31° 22’ 09” East, 470.05 feet to WS 81P, 
South 31° 22’ 09” East, 497.80 feet to WS 82P, 
South 31° 22’ 09” East, 477.05 feet to WS 83P, 
South 31° 22’ 09” East, 420.10 feet to WS 83AP, 
South 31° 22’ 09” East, 499.55 feet to WS 84P, 
South 31° 22’ 09” East, 499.36 feet to WS 85P, 
South 31° 22’ 09” East, 805.66 feet to WS 86P, 
South 31° 22’ 09” East, 632.22 feet to WS 87P, 
South 31° 22’ 09” East, 482.82 feet to WS 88P, 
South 31° 22’ 09” East, 470.53 feet to WS 89P, 
South 31° 22’ 09” East, 229.85 feet to WS 90, 
South 09° 57’ 24” East, 456.66 feet to WS 91P, 
South 09° 57’ 24” East, 495.04 feet to WS 92, 
South 32° 40’ 53” West, 625.07 feet to WS 93P, 
South 32° 40’ 53” West, 497.15 feet to WS 94, 
South 80° 40’ 16” West, 557.94 feet to WS 95P, 
South 80° 40’ 16” West, 600.00 feet to WS 96, 
South 21° 35’ 27” West, 681.73 feet to a point from which bears a set rebar with an 
aluminum cap (WS 97P), South 68° 24’ 33” East, a distance of 158.91 feet, thence, 

 
Leaving said point, south 21° 35’ 27” West, 625.93 feet back to the point of beginning, and 
containing 734.23 acres more or less. 
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Figure D−4. Use Restriction Boundary for the Southeast Drainage 
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Restriction boundary for the Southeast Drainage is described on Figure D−4. 
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Figure D−5. DOE Property Boundary for the Quarry Area 
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Legal Description for Quarry Area 

 
All that parcel of land lying within St. Charles County, Missouri, comprising the Federal facility 
identified as the Weldon Spring Site Remedial Action Project, as shown on maps dated 
September 2002 prepared by St. Charles Engineering Surveying, Inc. and titled Dept. of Energy, 
Weldon Spring Site Remedial Action Project, MO, Boundary Survey for WSSRAP Site. The 
bearings and distances are based on the Missouri State Plane Coordinate System (NAD 83). Said 
parcel is more particularly described as follows: 
 
Being a parcel of land lying within Section 13, Township 45 North, Range 2 East of the 5th 
Principal Meridian in St. Charles County, Missouri. Beginning at a point identified by concrete 
monument WQ 1 offset 5 feet from Missouri State Plane Coordinates N=1,029,029.9933 and 
E=747,488.7459, said point also being located South 39° 59’ 07” West a distance of 
14,950.05 feet from the northeast corner of Section 6; thence along the following bearings and 
distances: 
 
 South 83° 48’ 22” East, 406.92 feet to an old iron pipe now designated as Monument 

WQ 2, 
 South 88° 30’ 22” East, 635.69 feet to an iron pipe at a point that is offset 5 feet from 

Monument WQ 3, 
 South 15° 08’ 38” West, 170.00 feet to an iron pipe at a point that is offset 5 feet from 

Monument WQ 4, 
 South 39° 49’ 38” West, 208.99 feet to set Monument WQ 5, 
 South 72° 20’ 38” West, 370.41 feet to set Monument WQ 6, 
 South 70° 27’ 38” West, 258.04 feet to set Monument WQ 7, 
 North 27° 15’ 22” West, 483.80 feet to set Monument WQ 8, 
 North 15° 59’ 50” West, 159.83 feet to the point of beginning. Said parcel 
 contains 8.66 acres, more or less. 
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Figure D−6. Use Restriction Boundary for the Quarry Reduction Zone Restrictive Easement 
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Legal Description for the Quarry Reduction Zone Restrictive Easement 
 
All that parcel of land identified as Tract 110E-2 and located in part of U.S. Survey 476 and part 
of U.S. Survey 1670, Township 45 North, Range 2 East of the 5th Principal Meridian, St. Charles 
County, Missouri, as shown on a map dated May 2004, prepared by ABNA Engineering, Inc., 
and titled Dept. of Energy, Weldon Spring Site Remedial Action Project, MO, Survey for North 
Slough Area (Peapod), Soil Disturbance Restriction Area, the basis of bearing being the 
Missouri State Plane Coordinate System of 1983—East Zone (adopting the 1993 adjustment 
values for first-order control points used), and being more particularly described as follows: 
 
Commencing at an aluminum disk marking the northeast corner of Section 6, Township 45 
North, Range 3 East of the 5th Principal Meridian, thence South 34° 02’ 16” West a distance of 
14,341.81 feet to set concrete Monument WQ 12, having coordinates of N=1,028,666.88 and 
E=748,924.69, and being the point of beginning of the soil disturbance restriction area of the 
North Slough area of the Weldon Spring Site Remedial Action Project. Thence along the 
following bearings and distances: 
 

South 52° 14’ 58” West, 992.12 feet to set Monument WQ 13, 
North 83° 33’ 13” West, 629.26 feet to set Monument WQ 9, 
North 73° 06’ 55” East, 506.22 feet to set Monument WQ 10, 
North 64° 23’ 25” East, 505.18 feet to set Monument WQ 11, 
North 69° 57’ 36” East, 500.07 feet to set Monument WQ 12, being the point of 
beginning and containing 4.67 acres, more or less. 
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Figure D−7. Use Restriction Boundary for the Quarry Groundwater Use Restriction Area 
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Legal Description for the Quarry Groundwater Use Restriction Area 
 
All that parcel of land identified as Tract 110E-1 and located in part of U.S. Survey 476 and part 
of U.S. Survey 1670, Township 45 North, Range 2 East of the 5th Principal Meridian, St. Charles 
County, Missouri, as shown on a map dated May 2004, prepared by ABNA Engineering, Inc., 
and titled Dept. of Energy, Weldon Spring Site Remedial Action Project, MO, Survey for Femme-
Osage Slough Groundwater Restriction Area, the basis of bearing being the Missouri State Plane 
Coordinate System of 1983—East Zone (adopting the 1993 adjustment values for first-order 
control points used), and being more particularly described as follows: 
 
Commencing at an aluminum disk marking the northeast corner of Section 6, Township 45 
North, Range 3 East of the 5th Principal Meridian, thence South 35° 16’ 27” West a distance of 
14,065.71 feet to set concrete Monument WQ 14, having coordinates of N=1,029,068.24 and 
E=748,829.61, and being the point of beginning of the restriction area of the Femme-Osage 
Slough area of the Weldon Spring Site Remedial Action Project. Thence along the following 
bearings and distances: 
 

South 13° 19’ 39” East, 412.47 feet to set Monument WQ 12, 
North 71° 42’ 15” East, 533.24 feet to set Monument WQ 15, 
North 69° 59’ 08” East, 530.50 feet to set Monument WQ 16, 
North 68° 28’ 50” East, 553.70 feet to set Monument WQ 17, 
North 59° 19’ 46” East, 473.87 feet to set Monument WQ 18, 
South 07° 15’ 50” East, 568.13 feet to a wooden hub WQ 19P, 
South 07° 15’ 50” East, 568.14 feet to set Monument WQ 20, 
South 32° 37’ 45” East, 1,938.15 feet to set Monument WQ 24A, 
South 72° 47’ 18” East, 2,276.05 feet to set Monument WQ 30, 
North 44° 03’ 19” West, 478.37 feet to iron pipe WQ 31P, 
North 44° 03’ 19” West, 478.37 feet to iron pipe WQ 32P, 
North 44° 03’ 19” West, 478.37 feet to iron pipe WQ 33P, 
North 44° 03’ 19” West, 478.38 feet to set Monument WQ 34, 
North 38° 31’ 53” East, 261.79 feet to set Monument WQ 35, 
North 47° 17’ 12” East, 344.82 feet to set Monument WQ 36, 
North 61° 55’ 03” East, 481.51 feet to set Monument WQ 37, 
North 74° 47’ 59” East, 235.88 feet to set Monument WQ 9, 
North 17° 27’ 16” West, 669.24 feet to set Monument WQ 38, 
North 62° 35’ 43” East, 244.65 feet to set Monument WQ 8, 
South 27° 15’ 22” East, 483.80 feet to set Monument WQ 7, 
North 70° 27’ 38” East, 258.04 feet to set Monument WQ 6, 
North 72° 20’ 38” East, 370.41 feet to set Monument WQ 5, 
North 39° 49’ 38” East, 208.99 feet to iron pipe WQ 4A, 
North 15° 08’ 38” East, 170.00 feet to iron pipe WQ 3A, 
North 72° 44’ 16” East, 316.48 feet to set Monument WQ 14, being the point of 
beginning and containing 202.22 acres, more or less. Said acreage includes 4.67 acres, 
more or less, overlapped into Tract 110E-1 identified as the north slough Reduction Zone 
Restrictive Easement (“peapod”) and that portion of the above which falls within the 
right-of-way of State Highway 94. 
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End of legal descriptions 
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